
AVIAN FLIGHT DIVERTER (BCIC-AFD-01)

•  Hot stickable, easy  
to install 

•  Range taking #6 - 795

• High reflectivity

• Glow strip for dusk

• Removable

KEY FEATURES TE Connectivity’s (TE’s) Avian Flight Diverter is designed to aid birds in 
seeing overhead lines and avoid collisions. By drawing attention to the 
lines earlier, large fowls such as geese and swans will have enough time to 
change their direction and avoid 
potentially fatal consequences.

The Avian Flight Diverter is compatible with all types of conductors and is RFI  
free to 69 kV. The diverter incorporates a high visibility prismatic reflecting strip 
that allows birds to see the diverter even in low light and fog conditions. A glow  
in the dark strip is also used to extend the diverter’s effectiveness at dusk, for  
birds returning to their roosts. The materials used in the diverter are extremely  
UV stable, track resistant, and are designed to give superior performance for  
many years of service. 

Fast and Easy Installation 
The diverter is easily installed with a hot stick on conductors ranging from 
#6 - 795. By simply flipping the diverter over the conductor and tightening 
the shearbolt clamp until the bolt head snaps free, the proper clamping 
force is achieved. The diverter is easily removed with a 15/16” socket 
attachment.
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Customers can count on consistent, high quality products, driven by TE’s 
proven innovation and backed by our extraordinary customer support.
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FOR MORE INFORMATION: 
TE Technical Support Centers

USA:  + 1 800 327 6996
France:  + 33 380 583 200
UK:  + 44 0870 870 7500 
Germany:  + 49 896 089 903
Spain:  + 34 916 630 400
Italy:  + 39 333 250 0915
Benelux:   + 32 16 351 731
Canada:  + 1 (905) 475-6222
Mexico:  + 52 (0) 55-1106-0800
Latin/S. America:  + 54 (0) 11-4733-2200
China:  + 86 (0) 400-820-6015

Technical Report:   
EDR—5536, Rev. A

Product Selection Information: Dimensions in inches (mm)

Description Part Name Dimensions Width x Height Conductor Size Standard Pack

CU7208-000 BCIC-AFD-01 (B10) 4 x 3.5 (102 - 89) #6 – 795 10 

BCIC-AFD-01 Hot-stick Installation BCIC-AFD-01 Hot-stick twist off


